FOR USE ON STAINLESS STEEL [2336.8mm]
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1. ALL DIMENSIONS ARE AFPROX(IMAT;: / l_ 18.178
2. DIMENSIONS ARE IN INCHES (mm —
3. DO NOT SCALE DRAWING C3 [461.7mm]
20.370
[517.4mm]
ANCHOR POINTS 42.000 42.000
A= 8.625 X 4.500 STAINLESS STEEL CONCRETE ANCHOR QTY 1 [1066.8mm] [1066.8mm]
B= #.375 X 4.500 STAINLESS STEEL CONCRETE ANCHOR QTY 4 46.000 46.000
D= #.500 X 4.500 STAINLESS STEEL CONCRETE ANCHOR QTY 4 [1168.4mm] [1168.4mm]
SUGGESTED CONDUIT LOCATION
C1 = THROUGH VERTICAL BARRIER (PREFERRED) MATERIAL: SCALE: .5=12 APPROVED BY: |DRAWN BY: LC III
C2 = THROUGH MAIN CHANNEL END CAP (TYP BOTH SIDES) . i
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CONCRETE PAD NOTE:

POUR PAD 4.000 [101.6mm] — 6.000 [152.4mm] THICK, herein is"not to be reproduced, used, or | ' 4 XXX + .015
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PROPRIETARY INFORMATION
This document and the data disclosed

TOL. UNLESS OTHERWISE SPEC.

USA 1-B00—942-0829
FAX 1-800-942-0828




